MMS 425
DESOTO, INC. Hoprirar fg=emp A4

| MATERIAL SAFETY DATA SHEET NPCA 1- 72&%A4%&%
YTINGS, RESINS, AND RELATED MATERIALS
RTM‘ﬁI OF LABOR M"ESSENTIALLY SIMILAR™ TO FORM 0OSHA-20)
SECTION 1

’ 1700 S. MT. PROSPECT ROAD
“ESMARCH CENTER DES PLAINES, ILLINOIS 60018

- EMERGENCY TELEPHDNE (312) 391-9000

PRODUCT CLASS MANUFACTURERS CODE IDENTIFICATION
SOLVENT BLEND 020X324

TRADE NAME " SOLVENT REDUCER MMS-425 DATE OF PREPARATION 08r23/82
SUPERSEDES 10/05/81 MSDS '

kool ool ks SECTION TI-HAZARDOUS INGREDIENTS ook ek skob ot s ok stk

INGREDIENT _ -2 BYx TLV VAPOR

WEIGHT PPM MG/CU. M LEL PRESSURE

a 20 DEG C
METHYL ETHYL KETONE 15.0 200 590 1.8 70
TOLUENE-SKIN 10.0 100 375 1.2 35
METHYL N-AMYL KETONE 75.0 50 v 235 1.1 2.1

* PERCENT BY WEIGHT: :
TO NEAREST 5%, PLUS OR MINUS 5%, FOR SUBSTANCES 5-95%3
<5.0 FOR SUBSTANCES 0.5-5.0%;
<0.5 FOR SUBSTANCES 0.0-0.5%.

NE = NOT ESTABLISHED
NA = NOT APPLICABLE
Aokt SECTION TIT-PHYSICAL DATA seoksksksssooodook s sestesoboles ok ok s o
PROPERTY - MEASUREMENT
" BOILING RANGE 176.0 TO  300.0 DEG F. 80.0 TO  149.0 DEG C.
2760 MM HG
VAPOR DENSITY X HEAVIER LIGHTER THAN AIR
WEIGHT PER GALLON 6.9 LBS.
PERCENT VOLATILE BY VOLUME 100.0

"EVAPORATION RATE FASTER X SLUNFR THAN ETHER

BOE-C6-0190737
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Skl ok Iokokssk SECTION IV-FIRE AND EXPLOSION DATA sesooizsciokdoisioksoksiokiiikg

C4T CATEGAORY FLAMMABLE LIQUID FLASH PRINT 53.0 DEG F.
OSHA CATEGORY FLAMMABLE LTQUID-CLASS I & (CLOSED CUP) 15.0 DEG C.
LOWER EXPLGSIVE LIMIT SEE II

EXTINGUISHING MEDIA: USE NATIONAL FIRE PROTECTION ASSOCIATION CLASS B
EXTINGUISHERS (CARSIN DIOXIDE, DRY CHEMICAL OR FOAMD.

UNUSUAL FIRE AND EXPLOSION HAZARDS: KEEP CONTAINERS TIGHTLY CLOSED. ISOLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND CPEN FLAME. CLOSED CONTAINERS MAY
EXPLODE WHEN EXPUSED TO EXTREME HEAT, D2 NOT APPLY TO HOT SURFACES.

SPEC

IAL FIRE FIGHTING PROCEDURES: WATER SPRAY MAY BE INEFFECTIVE. WATER MAY

3F USED TO COOL CLOSED CONTAINERS TO PREVENT PRESSURE BUILD-UP AND POSSIBLE
AUTC IGNITION DR EXPLOSION WHEN EXPDSED TO EXTREME HEAT. IF WATER IS USED, FUG
NOZZLES ARE PREFERABLE.

ek sk ook ololokoRk ok SECTION V=HEALTH HAZARD CATA seonioobimpiikooioions

THRESHOLD LIMIT VALUE: S&% TII (NOT ESTABLISHI

{

1t

3 FOR PREDUCTD

FECTS OF LVEREXPOSURE:S

NHALATION: ANESTHETIC. IRRITATION OF THE RESPIRATORY TRACT QR ACUTE NERVDUS
STEM DEPRESSION CHARACTERIZED BY HEADACHE, ODIZZINESS, STAGGERING GAIT,
NFUSION, UNCONSCIGUSNESS R COMA,

SKIN OR EYE CONTACT: PRIMARY IRRITATION.

EMERGENCY ANDC FIRST 41D PROCEDURES? INHALATIONS REMOVE FRUOM EXPOSURE.

RESTORE BREATHING. KEEP WARM AND QUIET. NOTIFY A PHYSICIAN,. SKIN CONTACT:
WASH AFFZCTED AREAS WITH WATER. REMOVE CONTAMINATED CLOTHING. CONSULT a
PHYSICIAN,. EY® CONTACT: SLUSH WITH WATER FOR 15 MINUTES. CONSULT A PHYSICIAN,
INGESTION: ONSULT & PHYSICIAN.

s Sesoioiolokoteoclolo ekl SECTINON VI-REACTIVITY DATA solersioksioiolokneisiokesioiossioisiioksg
STAZILITY: UNSTABLE X STABLE

INCOMPATIBILITY (MATERIALS TO avgIDd:

AZARDOUS DECGMPOSITICN PRODUCTS:
RODUCTS OF COMBUSTION ARE MAZARDDUS
HAZARDOUS POLYMERIZATIONS MAY QOCCUR X WILL NOT OCCUR

CONDITIGNS TO AavioIo:

BOE-C6-0190738
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seckncg sk nersiersierkdek SECTIAON VITI-SPILL R LFAK DPROCEDURESenesioksyoeskioioloksioksink

STZPS 7O BE TAKEN IN CASE MATERIAL IS RELEASED 0OR SPILLED: REMOVE ALL SOURCES
OF IGNITION. AVOID B3REATHING VAPDRRS. VENTILATE AREA. REMOVE WITH INERT
ABSORBENT AND NON-SPARKING T2LLS.

WASTE CISPLSAL METHODS: DISPOSE IN ACCOROANCE WITH LOCAL, STATE AND FEDERAL
REGULATIONS. INCINERATE IN APPROVED FACILITY. 0 NOT INCINERATE CLOSED
CONTRAINERS.

scsososooaeses: SECTION VITI-SPECIAL PROTECTION INFORMATION siikssaloniiik

RESPIRATORY PROTECTIGHN: IN DUTDOCR DR [OPEN AREAS USE NICSH APPROVED
MECHANICAL FILTER RESPIRATNR.

IN RESTRICTED VEMTILATION AREZAS USE NICSH APPRIVED CHEMICAL-MECHANICAL
“ILTERS.

IN CONFINED AREAS USE NIOSH APPROVED AIR LINE TYPE RESPIRATORS 3R HOODS.

VENTILATION: WHERE EMPLCYEES MAY 3E EXPOSED, PROVIDE GENERAL DILUTION OR LOCAL
EXHAUST VLPTILQTIGN IN VOLUME AND PATTERN TO KEEZP TLV OF HAZARDOUS INGREDIENTS
IN SECTION II BELOW RECOMMENDED (ACGIH) OR REGULATED (0OSHAD LIMIT. WHERE
EMPLOYEES WTL NOT BE EXPOSED, XEEP LEL IN SECTION ITI BELDW 257 OF LIMIT.

PRUTECTIVE GLOVES:T RECOMMENDED X REQUIREC
EYE PROTECTION: USE SAFETY EYEWARE DJESIGNED TO PRUETECT AGAINST SPLASH OF
LIGUIDS.

OTHER PROTECTIVE EQUIPMENT: PREVENT FROLONGED SKIN CONTACT WITH CONTAMINATED
CLOTHING.

sopsoono o oosons. SECTION IX=SPECIAL PRECAUTIONS soisioiloliiiiomiisomkon
SRECAUTIONS TO OF TAKEN IN HANDLING AND STORING: O30 NOT STORE ABOVE 120 DEG. F.

T
LARGE QUANTITIZS IN BUILDINGS DESIGNED FOR.STORAGE OF FLAMMABLE LIQUIDS.

OTHER PRECAUTIDNS: 00 NOT TAKE IN NALLY., CONTAINERS SHOULD BE GROUNDED
AHEN POURING. AVOID FREE FALL OF IJULU IN EXCESS OF A FEW INCHES.

: ME CUT,y BRAZZ QR WELD THE DRY CCATING WITHOUT NIOSH
RATOR OR APPROPRIATE VENTILATION,

GHSERVE PRECAUTIONARY LAREL WARNINGS.

BOE-C6-0190739



